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a freehand sketch of the field structure — which can be drawn, for example, on the monitor
screen by means of a mouse. The proper integration, however, is performed by the second
module, called module B, which utilises both the incidences brought in by module C, and the
solutions of component systems of stress discontinuity lines around nodes — the latter obtained
using the module called A. The individual partial problems are still demonstrated here, and
the example of the already known solution of the field type f90 is used for this purpose.

Attention is also focussed on the effects of partial autonomy that are revealed in the in-
tegration problems. These effects consist in decoupling of two systems of conditions: the one
defined on geometrical parameters, and that based on stress parameters. The conditions are
utilised, for example, in the algorithms of the application version software for finding par-
ticularly complicated fields that could contain as much as several dozens of homogeneous
regions. An example of such a solution is shown along with its application to shaping com-
plex elements of a structure. The example confirms once again great potential of the SADSF
method.

Key words: shape design, limit analysis, numerical methods.

15. PLANAR COMPLEX FIELDS

15.1. Parametric description of field

Let us consider an uncomplicated, planar stress fields (see Figs. 1 and 19d),
in which stress discontinuity lines form planar networks consisting of segments
of a straight line, and assume that the state of stress in each mesh of the net-
work is homogeneous. On the physical plane these fields are defined by the set
{0, a, D} (1.1).

If we assume — as in previous parts of the work — that the fundamental
component units of complex fields are the fields around their nodes, we recognise
the complex field as the one created of at least two fields around nodes. In the
case when we consider limit fields and apply yield conditions in the parametrised
form (6.2), the set (1.1) — describing the complex field - can be expressed in
a more convenient form:

(15.1) {w, d,a,D},

where: w = {(c(:z): a=1.7T}" = {(;z): o=1.7} &= {(8): w=1. W},

In this part of the work we still assume the Huber-Misses condition as the
preferable one. However, this will be explicitly visible only in the example il-
lustrating the features of the integrating algorithms. Although the algorithms
themselves are based on procedures that depend on yield conditions, these pro-
cedures are used only as auxiliary means, namely to recreate complete sets of
data out of the irreducible sets provided by the module A.
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15.2. Structural objects

The structural objects can be created in many ways, depending on speci-
ficity of the problems or particular applications. In the case of networks of sub-
stantially irregular stress discontinuity lines, it is convenient to transform them
first into structurally homogeneous systems. This can be done, for example, by
dividing polygonal meshes into triangular ones by introducing additional seg-
ments of the lines that are no longer the stress discontinuity lines. The object
D can then be defined in the form of a rectangular matrix of dimensions T x 3,
whose rows specify numbers of nodes associated with the vertices of consecu-
tive triangular regions a (o = 1..T'), ordered in a uniform way for the whole
network.

For the field of Fig. 19d with application of the convention of numbering
the nodes and triangles assumed there, the matrix representing the object D
has the form shown directly below the sketch of the field structure depicted in
Fig. 19d. Because the homogeneous regions bounded by the broken lines between
the vertices (1,5,6,7) and (2,8,4,3) are quadrilaterals (see Fig. 19c), we have
introduced additional segments {6,7}, {8,3}. In order to emphasise that these
are not stress discontinuity lines, the two segments are drawn as broken lines in
Fig. 19d.

One of important reasons for defining the structural objects D in this par-
ticular way is the fact that it can be mapped onto other necessary structural
objects. Among those there is one, denoted in the algorithms by an illustrative
three-letter symbol IST, whose example form is shown under the graph 19b.
This form, as well as the object D, are both valid for the field of Fig. 19. As
it can be seen, the object has the form of a matrix of dimensions L x 2, whose
rows are associated with the numbers of segments of stress discontinuity lines
(1..L) and contain specification of numbers of the homogeneous regions aj, as
adjacent to these lines (this explains the use of ST in object’s denotation).
Then, the object IST comprises the information allowing for setting the sys-
tems of conditions on individual stress discontinuity lines. This property has
been already exploited in algorithmic creation of systems of equations and in-
equalities ([4]) based on the general recursive formulas presented in Part II of
this work.

The object IST is a derivative one with respect to object D, as it is obtained
in the result of the unique mapping D — IST. The further structural objects,
defined for the purposes of the algorithm of integration of fields around the nodes,
which could be derivatives of D or not, will be consequently introduced in the
following sections. An illustrative denotation ITN = D (triangles-nodes) will
also be used there as a rightful equivalent of D. Then, the two symbols under
the graph in Fig. 19b are identical.
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Fic. 19. Field type f90 solved for the Huber-Mises yield condition with the data:

(1,2) (3,4) (5,6) (1)
{'p’ =1[0.0000, - 0.8369] -k, P = [0.0000, 1.7321]-k, B =[0.0000, 1.7321]-k ‘&’ = (-80,0),
B= (80,0), ¥= (80,90), @ = (-80,90) [mm]}, k = 0;1//3; a) limit fields around nodes 1

and 7; b) sketch of the initially assumed structure and the objects D and IST consistent
with the structure; c) limit structures of stress discontinuity lines around all nodes of the
field; d) complex field; e) set of images P*# of stress discontinuity lines in area A.
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15.8. The conditions of structure preservation

The essential feature of the object D defined in this way is the simplicity of
the conditions, formulated on the basis of this object, that are used to verify
the existence of the place for realisation of each homogeneous region on the
plane {a}. In order to do so, it is enough to demand for the fulfilment of the
straightforward conditions (1.7), presented in Part I, for all the triangles that
make up the field.

The mentioned conditions (1.7) are called the geometrical conditions of preser-
vation of the structure of stress discontinuity line system. The equivalent condi-
tions, formulated at the stage of fields around nodes, were the inequalities (10.1).
They express a similar demand, but there it is expressed in the form of weaker
conditions, which allow for the angles between the consecutive discontinuity lines
being greater than 7. One has also neglected introducing the artificial division
lines there, and the homogeneous regions have the form of half-infinite circular
segments.

Obviously, the structure of the stress discontinuity line system is preserved if
there exists each of the originally established homogeneous regions and each line
L, and if the condition (9.3), called the static condition of existence, is satisfied
for every line.

16. INTEGRATION OF FIELDS AROUND NODES INTO PLANAR
COMPLEX FIELDS

16.1. Ezample of analysis of component fields around nodes
of field type f90 (Fig. 19)

Let us consider an example of uncomplicated and generally known field type
f90 previously shown in Fig. 1. The example will be used to illustrate the concept
of solving planar complex fields that consists in analysing first the fields around
individual nodes, and then integrating them into more complicated systems.
The example will be presented as an illustrative drawing, and at this stage the
integrating algorithms will not be used. The procedure described in the example,
formulated in a more precise form, is also used in the mentioned algorithms as
well as in the latest application versions (|3, 5]).

It is necessary to find only two fields around the nodes in order to solve
the field. To avoid repetition of the already known results, let us assume that
one of the fields is a variant of field type B. It is shown in Fig. 16, and is also
presented in Fig. 19a after being completed with the lines £%!, £30 separating
the external regions from the stress-free areas. Similarly as in Figs. 19b, d, the
considered node will be denoted by number 7, and the other node by number 1.

To help one imagining the location of the two nodes in the complex field, in
Fig. 19 we present a sketch of the initially assumed structure of a field type f90.
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Such a sketch, drawn ‘manually’ with a mouse on the monitor screen, is the
starting point for solving any complex field. The numbers assigned to individual
nodes and homogeneous regions establish the system of their mutual associations
recorded in the structural object D = ITN.

It is visible in Fig. 19b that the coupling between the fields around nodes 1
and 7 (Fig. 19a) is realised in such a way that the homogeneous region 3 of the
field around node 1, and the region 1 around node 7 constitute, in this complex
field, the same triangular homogeneous region denoted by 4 in Fig. 19b.

Similarly, the homogeneous regions 2 around nodes 7 and 1 constitute the
region 8 in the complex field (Fig. 19b). The states of stress in the regions around
the mentioned nodes must then be identical. In effect, the direction of line £12
of the field around node 7, and that of line £2 of the field around node 1 are the
same. Similarly, the line £%! of the field around node 7 is parallel to the line £3:0
of the field around 1 (Fig. 19a). The line £%! of field 1, drawn parallel to £*° of
field 7, is externally loaded with a stress p%! whose vector is normal to this line,
and whose magnitude is not yet known, as the solution of field around node 7
has been assumed a priori (when one uses the numbering convention accepted

(s
for the complex field of Fig. 19d, the stress vector would be denoted lﬁ)).
In the field around node 1 we have:
(3) ®

w = 60.00, ¢ = 90.00000°,

(2) (2)
w-=90.00; %0 =117:36781%
(1) (1)
=0 o ¢g=90,

(@)
where ¢ are measured in the system {a}, where the complex field has been

defined.

In order to ensure the existence of a physical place for the region 8 (Fig. 19b,d),
one has to demand that the versor of line £? be contained between the versors
of lines £%! and £23. The state of stress in the region 1 of this field, namely the

a . . :
parameter ulz, is not yet known, and it must be determined. In order to do so,
for Q12 = 1,2, we formulate two equations of type (7.1) in the form:
@ O

(a) 2 (0, 0,Q2) = ¢ - ¢,

i 1
into which we substitute (¢) =v¥isor (qﬁ) = 90°. Due tg,the conventions congerning
the system {£}(%), it is more convenient to assume ¢ = 180° instead of ¢ = 0°,
which does not change the result on the physical plane. We then substitute
(see Table 1):

(2) (2) () (2) (@)
w =90.00, ¢ — ¢ =-62.6322° or ¢ — ¢ = 27.36781°
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Table 1. Parameters of component fields around nodes 1 and 7,
and the parameters of complex field type f90 of Fig. 19
— solved for the Huber—Mises condition.

— parameters of field arround node 1:

o1/k=0.00000
o2/k=0.00000
$[4] = 90.00000

w[3]=160.00000
o1 /k=1.73205
2/k =0.00000

(3] = 90.00000
Av[3]=35.26439
A@[3] =0.00000
A~[3] =90.00000

q(3]=0

w[2]=90.00000
o1 /k=1.00000
02/k=—1.00000
$[2] =117.36781
Av[2]=37.10342
Ag[2] = —27.36781
A~[2] =27.36781

g[2]=1

w[1]=35.26439
o1/k=1.99156
o2/k =0.83686

#[1] =180.00000
Av[1]=17.63219
Ag[1] = —62.63219
A~[1] =287.63219

q(l]=4

o1/k=0.00000
2/k=0.00000
#[0] = 180.00000
A¢[0]=0.00000
A~[0] = 270.00000
q[0]=3

v[3, 0] = 450.0000

V[2,3] = 414.7356

Ul 2] &=

377.6322

v[0, 1] = 360.0000
p[1]/k = 0.0000
p[2]/k = 0.8369

t

3

/
Lhs

..................

- parameters of field arround node 7:

o1/k=0.00000
o2/k=0.00000

w[3]=120.00000
o1/k=0.00000
o2/k=—1.73205

¢[3] = —90.00000
Av[3]=35.26439

w[2] =90.00000
o1/k=1.00000
o2/k =—1.00000

$[2] = —62.632190

Av[2]=90.00000

w[1]=60.00000
o1/k=1.73205
2/k=0.00000

(2] = —90.00000
Av[1]=144.73561

o1/k=0.00000

o2/k =0.00000
(0] = —90.00000

A@[0] =0.00000

pigh 000040 A¢[3]=90.00000 |Ap[2]=-27.36781 |A¢p[1]=27.36781 |A~v[0]=270.00000
A~[3]=180.00000 | Ay[2]=117.36781 |Av[1]=54.73561 | q[0]=3
q[3]=0 q2]=2 gll]=1
| #[3,0] = 360.0000 [ v[2,3] = 324.7356 [ v[1,2] = 234.7356 [ v[0, 1] = 90.0000 |
7 3 e 3 1
REN
- - I <-> >
=gy a5
™ B BB BR/K 00K (Ge/ool . W ¢ 1 -800000  0.0000
1 219 1992 1837 0000 1000 352644 —180.0000 . " 0.0000
2 843 0000 1732 0000 1000  60.0000 90.0000 o ol oo
3 657 0000 1732 0000 1000  60.0000 —90.0000 " - 90.000
4 167 0000 1732 0000 1000  60.0000 90.0000 . "0 90.000
5 789 -1.732 0000 0.000 1000 120.0000 —90.0000 . oo o0 ooo
6 328 0000 1732 0000 1000  60.0000 —90.0000 . "o 54664
7 982 -0577 0577 0816 1.000 90.0000 2426322 o . 54 664
8 179 —0577 0577 —0.816 1.000 90.0000 117.3678 0000 o5 497
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Table 1. [cont.]

b Lol Laoid s Lo d vy Wi W Wy W, Ws We Wy (W
14 399900 0%1 (26 79 00 o]l
15742 137 001040 |12 3 B0 PRt
120000 0][3 4 28000 0[[3
120000 0|4 830000 0|4
INL= |1 2 0 0 0 0 05 INN= |6 7 0 0 0 0 0|5
3100, 6 6 o6 517 90 0 096
i 025 3700 ot 5.8 6149 0 0}7
ELEaT R 6|18 i & e ool
(1 43200 0]|9 | 758 5 ive b ailly

Equations (a) must be solved with the condition:

. 8 e aig

and the given geometrical condition. The latter should be expressed in the form
of an appropriate analytical formula, but we omit explaining how to do that.

It is evident that the problem formulated in such a way is exactly equivalent
to the case of the elementary problem <3> described in Sec. 13.

We obtain here four roots: W= 144.7356, 120.0000, 60.0000, 35.2644. Sub-

stituting them into formulae (7.1), we can calculate Agb((ul)),gi),Ql’Z) for all para-

meters of the families Q%2 = 1,2, and then verify the fulfilment of conditions
(a) and the geometrical limitations imposed on the field of versors of line £12.

The whole set of these conditions is satisfied for W = 35.2644 and g2 =4, for

which A'y((c:)), w, q"?) = 287.6322°, and this makes it possible to determine the

direction of line £1:2.
The sketch of the field around node 1, shown in Fig. 19a, was drawn for the

parameters calculated in the way described above. The parameter i 35.2644

is related to the principal stresses o3 = 1.9916k, 0'» = 0.8369k, so that the
components of the stress vector applied to line £%! (n = (0, 1)), given in the
system {a}, are equal to: pg’l = —0.8369 &, p(l)’1 =0

Table 1 juxtaposes the numerical results and the sketches of the states of
stress in the homogeneous regions of fields around the component nodes 1 and 7.
It facilitates a more precise apprehension of the numerical data associated with
the presented solution, including the possibility of searching for intermediate
values of individual variables. The data are shown in the form consistent with
that edited on the monitor screen during the session with module A

The states of stress in individual homogeneous regions and their parameters
are presented in separate windows, mutually interrelated. In the pictures, we


















